DVR
4—channel Digital Video Recorder




WELCOME TO USE OUR COMPANY'S STAND-ALONE
DIGITAL VIDEO RECORDER. BEFORE INSTALLING AND
OPERATING THIS UNIT, PLEASE READ THIS USER MANUAL
THOROUGHLY.

This user manual of DVR are for all types of DVR products.
The manual includes all description of functions of DVR.
Different type of DVR has different functions. The detailed
types of DVR are as below:

XSJ-3104 : Universal type of DVR, include RS 485,
remote control functions

X8J-3104A: Universal type + Audio function

XSJ-3104L" "Universal type + Network - function without
audio function

XSJ-3104AL: DVR with complete functions. (Include:RS 485,
remote control, audio, network functions)

Note: When using XSJ-3104AL and XSJ-3104L to control PTZ,
must set baudrate of protocol to 2400bps (default value). Only
when setting baudrate to 2400bps, the network function can
work correctly. When setting baudrate to 9600, the network
function may has some problems.



Security Notice

Security
This machine is indoor equipment. In order to avoid dangers of shorf ciruif
or electric shock,plrase do mof expse the machine in rain or moisf environm
entln case any solid or liquids get into the machine's case, please cut off
the power supply immediately , and ask for qualified technicians to
check the machine before restart. This machine is precise instrument,
do not attempt to repair any unit of the machine by yourself withoutte
chnical aids. When there is any malfunction with the machine, please
ask for qualified technicians to examine and repair, or contact the
dealers in your area.

Power supply
This Digital-video-recorder applies AC 90V~240V voltage indoor power
supply. The voltage of the power must be verified before using.When the
machine is not use for a long time, pull out the plug from the socket and
disconnect the power.

Installation
Please choose appropriate site to install the machine, to ensure well .
ventilation around the machine to avoid the machine excessively hot.
The machine cannotbe installed near radiator and ventilating trunk
etc. Heat sources, or under straight sunshine, or dusty places or any
where there is a chance for mechanical librations or impact.

Features of this DVR

» Real time recording. Motion detection recording can be selected to
save the size of hard disk and increase recording time.

e Manual recoding mode, Time recording mode and alarm recoding mode.

e Automatic continued overwrite recording.

e Chinese language. (English language is available if necessary )

e Audio recording (one channel). j

e Support various playback mode: pause, fast forward and backward play.

« Videoinput: 4 channels, videooutput: 2channels. FourAlamm input and one alarm output.

e One audio input and one audio output.

o Any size of hard disk, support current maximum size of hard disk in market.

* Support motion alarm recoding, the motion alarm area is selectable.

 Automatic spot protection when power-off, automatic resume when power on.

e P.T.Zcontrol enable with Rs485.

e Equipped infrared remote control device.

e Support network control.
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